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KEYNOTES - SITE PLAN

1 EXISTING CONCRETE DRIVEWAY

ELECTRIC PANEL

SEWER CLEANOUT

GAS MAIN

EXISTING HVAC. TO BE REMOVED AND REPLACED.

EXISTING EXTERIOR CRAWLSAPCE STAIRS.

SIDEWALK

EXISTING LANDSCAPE

EXISTING ROOF OVERHANG

EXISTING WOOD FENCE

EXISTING CMU WALL

EXISTING FREESTANDING MAILBOX TO BE REMOVED.
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SITE PLAN - LEGEND

PROPERTY LINE

SETBACK

CENTER LINE

EXISTING CONCRETE CURB

CONCRETE BLOCK WALL 

(EXISTING)

EXISTING GROUND 
CONTOUR (1' INTERVAL)

EXISTING SQUARE 

FOOTAGE

PROPOSED ADDITION

200'

KEYNOTES - SITE PLAN

1 EXISTING CONCRETE DRIVEWAY

ELECTRIC PANEL

SEWER CLEANOUT

GAS MAIN

NEW RHEEM CONDENSER. MODEL TBD. MINIMUM 
14 SEER.

EXISTING EXTERIOR CRAWLSPACE STAIRS.

SIDEWALK

EXISTING LANDSCAPE

EXISTING ROOF OVERHANG

REPLACE EXISTING WOOD FENCE WITH DOG-

EARED WOOD FENCE.

EXISTING CMU WALL

NEW EXTERIOR STAIRS

NEW CONCRETE PATIO, FINISH SHALL BE TOP-
CAST 05

NEW ROOF OVERHANG

NEW DRIVEWAY GATE.

PATCH/REPAIR HOLES IN EXISTING CMU WALL.

NEW 3' TALL WOOD GUARDRAIL. SEE EXTERIOR 

ELEVATIONS.
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GENERAL NOTES - SITE PLAN
1. SITE SHALL HAVE 5% DRAINAGE AROUND/AWAY FROM BUILDING 

FOR A MINIMUM DISTANCE OF 10 FT. ALTERNATELY, SWALES 
WITH SLOPE OF 2% SHALL BE LOCATED WITHIN 10 FT OF 

BUILDING FOUNDATION.

2. ALL NEW PATIO CONCRETE SHALL BE 4" THICK, SHALL HAVE #4 
REBAR @ 16" OC AND SHALL HAVE TOP-CAST 5.

3. ALL EQUIPMENT PADS SHALL BE 4" THICK.
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GENERAL NOTES - DEMOLITION
1. THE CONTRACTOR SHALL PROVIDE FINISHED AND 

STRUCTURALLY SOUND TERMINATIONS AT DEMOLISHED AREAS. 

ALL ABANDONED EXISTING UTILITIES SHOULD BE PROPERLY 
CAPPED OFF.

2. THE CONTRACTOR SHALL VERIFY ALL LOCATIONS OF EXISTING 

UTILITY SERVICES, DIMENSIONS AND ELEVATIONS PRIOR TO 
STARTING DEMOLITION. SHOULD THE CONTRACTOR IDENTIFY 

DISCREPANCIES, IMMEDIATELY CONTACT THE ARCHITECT PRIOR 
TO PROCEEDING WITH WORK.

3. CONTRACTOR IS RESPONSIBLE TO PROTECT THE BUILDING AND 

BUILDING SITE DURING CONSTRUCTION TO AVOID INTRUSION 
BY UNAUTHORIZED PEOPLE, BIRDS, RODENTS AND PESTS. 

4. CONTRACTOR TO PROVIDE PROTECTION AT ALL POTENTIAL 
FALLING HAZARDS DURING CONSTRUCTION PERIOD.

5. CONTRACTOR SHALL PROTECT IN PLACE ALL CONSTRUCTION 

THAT IS EXISTING TO REMAIN.

6. REMOVE ALL MECHANICAL, ELECTRICAL AND PLUMBING 
FIXTURES AND EQUIPMENT.

7. ALL UNUSED ROOF VENTING TO BE REMOVED.

8. ROOF ANTENNA TO BE REMOVED.

KEYNOTES - DEMOLITION

1 ALUMINUM WINDOWS SHALL BE REMOVED.

ALUMINUM SLIDER DOOR SHALL BE REMOVED.

DOOR SHALL BE REMOVED. 

CABINETRY TO BE REMOVED.

PROTECT EXISTING WOOD FLOORS.

REMOVE EXISTING CABINETRY.

ROOF FRAMING SHALL BE REMOVED OVER BEDROOM.

BEDROOM EXTENSION SHALL BE REMOVED.

WATER HEATER SHALL BE REMOVED.

FAU SHALL BE REMOVED.

ROOF SHALL BE DEMOLISHED.

PROTECT EXISTING DISH/PLATE RAIL.

EXISTING ELECTRICAL PANEL TO BE REPLACED WITH 
NEW 200 AMP.

REMOVE EXISTING FLOOR MATERIAL.

ALL ORIGINAL INTERIOR TRIM (WINDOW/DOOR CASING, 

BASEBOARD, PICTURE RAIL) TO BE CATALOGUED, 
REMOVED AND STORED.

DISMANTLE PORCH COLUMNS AS NEEDED, TO INSTALL 

NEW FOOTING AND POST.

REMOVE CRAWLSPACE ACCESS DOOR.

REMOVE OLD ROOFING DOWN TO ROOF SHEATHING . 
REPAIR SHEATHING AS NEEDED, ADD RADIANT BARRIER 

(FOIL BACKED) PLYWOOD OVER SKIP SHEATHING & 
PREP SURFACE FOR NEW ASPHALT 3-TAB SHINGLE 

SYSTEM.
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GENERAL NOTES - FLOOR PLAN

1. GLAZING WITHIN A 24" ARC OF EITHER SIDE OF DOORS, 

ADJACENT TO A WALKING SURFACE, ADJACENT TO A STAIR 
LANDING, IN RAILINGS, ADJACENT TO A TUB OR SHOWER, OR A 
BARRIER FOR A SWIMMING POOL OR SPA MUST BE OF SAFETY 

GLAZING MATERIAL.

2. WHERE DOORS SWING OUTWARD, THE FINISHED SURFACE OF 
THE EXTERIOR LANDING OR DECK SHALL BE WITHIN 1/2" OF THE 

DOOR THRESHOLD PER CBC 1008.1.6.

3. THERE SHALL BE A MINIMUM 36" DEEP FLOOR OR LANDING ON 
EACH SIDE OF EXTERIOR DOORS, WITH A SLOPE NOT EXCEEDING 

1/4:12. THE WIDTH SHALL NOT BE LESS THAN THE DOOR SERVED.

4. MINIMUM CLEARANCE FROM THE CENTER LINE OF WATER CLOSET 
TO FACE OF ADJACENT WALL TO BE 15" MIN. AND 24" CLEAR IN 

FRONT OF WATER CLOSET. 

5. ALL RESTROOMS, LAUNDRY ROOMS, AND SIMILAR ROOMS 
PROVIDE A MECHANICAL VENTILATION SYSTEM (EXHAUST FANS) 

CAPABLE OF PROVIDING FIVE COMPLETE AIR CHANGES PER HOUR 
AND DISCHARGING TO THE EXTERIOR OF THE BUILDING NOT 

CLOSER THAN 3 FEET FROM ANY EXTERIOR OPENING. VENT 
EXHAUST FANS TO OUTSIDE AIR WITH BACK-DRAFT DAMPER. 

6. SHOWER COMPARTMENTS & BATHTUBS WITH SHOWER HEADS 

SHALL BE FINISHED WITH NON-ABSORBENT SURFACES THAT 
EXTEND TO A HEIGHT OF NOT LESS THAN 6'-0" ABOVE THE 

FLOOR. SHOWER PAN(S) SHALL BE HOT MOPPED WITH 4" BUILT-
UP DAMN UNLESS NOTED OTHERWISE. TILE FINISH PER INTERIOR 

ELEVATIONS AT SHOWER STALL FLOOR AND WALLS TO CEILING 
HEIGHT UNLESS NOTED OTHERWISE. TILE DETAILING PER 

CERAMIC INSTITUTE STANDARDS.

7. PROVIDE MINIMUM R-22 INSULATION IN WOOD-FRAME CEILING, 
R-19 IN A RAFTER ROOF ALTERATION, R-13 INSULATION IN 2X4 
INCH WOOD FRAMING WALL AND R-20 IN 2X6 INCH WOOD 

FRAMING, AND R-19 INSULATION IN RAISED WOOD FRAMED 
FLOOR PER CALIFORNIA'S ENERGY CODE TITLE 24, PART 6 

REQUIREMENTS, UNLESS OTHERWISE NOTED. 

8. PROVIDE R-13 INSULATION AT PLUMBING WALLS AND INTERIOR 
WALLS SURROUNDING BATHROOMS FOR SOUND ATTENUATION.

9. CHIMNEYS, FLUES, OR STOVE PIPES ATTACHED TO ANY 

FIREPLACE, STOVE, BARBEQUE, OR OTHER SOLID LIQUID FUEL 
BURNING EQUIPMENT OR DEVICE SHALL BE EQUIPPED WITH 

ANAPPROVED SPARK ARRESTOR.

10. ATTIC/UNDER FLOOR INSTALLATION OF MECHANICAL EQUIPMENT 
SHALL COMPLY WITH SECTIONS 904, 908, AND 909 OF THE CMC.

11. HANDRAILS SHALL BE 34"-36" HIGH WITH HEIGHT MEASURED 

VERTICALLY FROM THE SLOPED PLANE ADJOINING THE TREAD 
NOSING (CRC 311.7.8.1). HANDRAILS SHALL BE ON AT LEAST ONE 

SIDE OF EACH STAIR FLIGHT WITH FOUR OR MORE RISERS (CRC 
R311.7.8).

12. STAIRS SHALL HAVE MIN. 10" TREADS (RUN) AND 7.75" MAX, 4" 

MIN RISER. TREADS SHALL BE OF UNIFORM SIZE AND SHAPE. 
EXCEPT LARGEST TREAD WITHIN ANY FLIGHT NOT TO EXCEED 

SMALLEST BY MORE THAN 3/8" (PER CBC SEC. 1009).

13. GUARDRAIL SHALL BE 42" HIGH. OPENINGS BETWEEN PICKETS 
SHALL HAVE 4" MAX. CLEAR SPACING

KEYNOTES - FLOOR PLANS
1

2

3

7

5

6

4

8

9

10

BUILT-IN CABINETRY, REFER TO INTERIOR ELEVATIONS AND 

FINISH SCHEDULE.

GAS RANGE.

DISHWASHER.

NEW PLUMBING FIXTURE, TYPICAL PER SPECIFICATIONS.

REFRIGERATOR-FREEZER. PROVIDE PURIFIED COLD WATER 

SUPPLY TO ICE MAKER WITH RECESSED SHUTOFF VALVE.

ATTIC ACCESS, MINIMUM OPENING SIZE 22" X 30"; MINIMUM 
HEAD CLEARANCE 30".

BATHTUB /SHOWER.

CLOSET: SHELF AND POLE.

CLOTHES WASHER. RECESS HOT & COLD WATER CONNECTIONS 

INTO WALL.

CLOTHES DRYER. VENT OUTSIDE AIR, PROVIDE WEATHER HOOD 
WITH DAMPER AT FINISH EXTERIOR WALL. USE 4" DIAMETER  

SMOOTH GALVANIZED METAL EXHAUST DUCT. TOTAL VERTICAL 
AND HORIZONTAL RUN IS LIMITED TO 14'-0" WITH A MAX. OF 2 

ELBOWS. 

NEW CONCRETE LANDING/PATIO, SLOPE 1/4" PER FOOT TO 
ALLOW DRAINAGE. 

RECONSTRUCTED PORCH PILASTER. RE-USE SALVAGED BRICK ON 

SITE. MATCH GROUT WIDTHS TO EXISTING ADJACENT COLUMNS.

NEW CONDENSER.

NEW RHEEM GAS TANKLESS WATER HEATER.

NEW FAU, MULTI POSITION, SHALL BE MINIMUM 80% AFUE AND 

TWO STAGE.

REFINISH PORCH CEILING TO BE 3030 SAND FINISH, LATH AND 
PLASTER.

PORTABLE FIRE EXTINGUISHER.

EXISTING CONCRETE TO BE REPAIRED AS NEEDED.

REFINISH AND REPAIR WOOD FLOOR, REPLACE AS NEEDED WITH 

3" DOUGLAS FIR, TO MATCH EXISTING.

FLOOR TILE. DAL MN21 2" x 2" OCTAGON SANDSTONE WITH 
BROWN DOT. GROUT SHALL BE SANDED #122 LINEN.

EXISTING BRICK FLUE TO REMAIN IN PLACE. REPAIR AND 

REPLACE SUPPORT SYSTEM TO KEEP FLUE AT EXISTING 
LOCATION.

EXISTING MEDICINE CABINET.

WOOD SHELVING.

NEW CRAWLSPACE DOOR.

CHASE FOR MECHANICAL FLUE.

PROVIDE WOOD THRESHOLD TRANSITION FROM WOOD 

FLOORING TO TILE. THRESHOLD TO MATCH WOOD FLOORING.

11
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13
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15
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25

26

WALL LEGEND

EXISTING CONSTRUCTION TO REMAIN

NEW WOOD FRAMED WALLS TO BE CONSTRUCTED / INFILLED:

(MATCH ADJACENT EXISTING WALL THICKNESS)

NEW DOOR

(PER DOOR SCHEDULE)

NEW WINDOW

(PER WINDOW SCHEDULE)

CRAWL
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KEYNOTES - ROOF PLAN

2

NEW ROOF FRAMING. ADD RADIANT BARRIER (FOIL BACKED) PLYWOOD 
OVER SKIP SHEATHING.

NEW GAF ASPHALT 3-TAB ROYAL SOVEREIGN SHINGLES; COLOR: TBD. 
ICC ESR-1475

EXISTING ROOF FRAMING.

ATTIC VENTING. O'HAGIN TAPERED LOW-PROFILE VENT STANDARD LINE, 
COLOR: TBD

3

1

4

GENERAL NOTES - ROOF PLAN
1. NEW CLASS "A" ROOFING THROUGHOUT. 

2. PROVIDE CONTINUOUS WATERPROOFING AT ALL ROOF PENETRATIONS.

3. PROVIDE FIRE STOP AT EAVE ENDS TO PREVENT ENTRY OF FLAME OR 
EMBERS UNDER ROOFING MATERIALS.

4. VENT AND ROOF STACKS SHALL PROJECT THE MINIMUM DISTANCE 
REQUIRED BY CODE. PAINT SUCK VENTS AND STACKS TO MATCH ROOF 
MATERIAL COLORS. LOCATE IN AREA LEAST VISIBLE FROM STREET AND 
CONCEAL IN DORMER VENTS WHENEVER POSSIBLE. COORDINATE 
LOCATIONS WITH ARCHITECT.

5. ALL VENTS AND ROOF STACKS TO HAVE RAIN PROTECTION CAPS WHERE 
POSSIBLE.

6. ENCLOSED ATTICS AND ENCLOSED RAFTER SPACES FORMED WHERE 
CEILINGS ARE APPLIES DIRECTLY TO THE UNDERSIDE OF ROOF RAFTERS 
SHALL HAVE CROSS VENTILATION FOR EACH SEPARATE SPACE BY 
VENTILATING OPENINGS PROTECTED AGAINST THE ENTRANCE OF RAIN (OR 
SNOW). THE TOTAL NET FREE VENTILATING AREA SHALL NOT BE LESS THAN 
1/150 WHEN A CLASS I OR II VAPOR BARRIER IS INSTALLED ON THE WARM-
IN-WINTER SIDE OF THE CEILING (CRC R806.2).

7. ROOF MATERIAL FASTENERS SHALL BE RATED TO SUSTAIN A MINIMUM 
WIND OF 80 M.P.H.

8. USE CORROSION RESISTIVE NAILS AND FASTENERS. AVOID CONTACT 
BETWEEN DISSIMILAR METALS.

9. DRIP EDGE FLASHING USED AT THE FREE EDGES OF ROOFING MATERIALS 
SHALL BE NON-COMBUSTIBLE (CRC R327.5.5).

10. VALLEY FLASHING SHALL BE NOT LESS THAN 0.19 INCH (NO. 26 GALVANIZED 
SHEET GAUGE) CORROSION-RESISTANT METAL INSTALLED OVER A 
MINIMUM 6 INCH WIDE UNDERLAYMENT CONSISTING OF ONE SHEET OF 
NO.72 ASTM CAP SHEET RUNNING THE FULL LENGTH OF THE VALLEY (CRC 
R327.5.3).

11. TURBINE ATTIC VENTS SHALL BE EQUIPPED TO ALLOW ONE-WAY 
DIRECTION ROTATION ONLY AND SHALL NOT FREE SPIN IN BOTH 
DIRECTIONS (CRC R327.6.3).

12. ALL VENT OPENINGS (ATTIC, UNDERFLOOR, COMBUSTION AIR, ETC.) 
PROTECTED BY NONCOMBUSTIBLE, CORROSION RESISTANT MESH THAT 
MEETS THE FOLLOWING REQUIREMENTS PER CRC R327.6:

A. INDIVIDUAL OPENINGS SHALL NOT EXCEED 144 SQUARE INCHES.

B. THE DIMENSIONS OF THE OPENINGS SHALL BE A MINIMUM OF 1/8" 
AND SHALL NOT EXCEED 1/4".  MATERIALS SHALL BE 
NONCOMBUSTIBLE AND CORROSION RESISTANT.

ATTIC AREA (REQ. VENTILATION): 1,104 SQ. FT.
1,104 SQ. FT. x 1/150 = 7.36 SQ. FT.
7.36 SQ. FT. x 144 SQ. IN. = 1,059.84 SQ. IN. OF VENTILATION REQUIRED

QTY: 2 GABLE VENTS = 103 SQ. IN. PER EKENA MILLWORK VENT
QTY: 1 GABLE VENT = 70 SQ. IN. PER EKENA MILLWORKS VENT
QTY: 11 VENTS = 72 SQ. IN. PER O'HAGIN ROOF VENTS

2 x (103 SQ. IN.) = 206 SQ. IN.
1 x (70 SQ. IN.) = 70 SQ. IN.
11 x (72 SQ. IN.) = 792 SQ. IN.

FLOOR PLAN ATTIC VENTILATION

  206 SQ. IN.
    70 SQ. IN.

+   792 SQ. IN.
TOTAL 1,068 SQ. IN.

DIGITALLY SIGNED BY IONE R. STIEGLER
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GENERAL NOTES - EXTERIOR
1. REFER TO ROOF PLAN KEY NOTES FOR ROOF COVERING 

SPECIFICATIONS.  

2. ALL PROTRUDING NAILS TO BE REMOVED. 

3. TREAT WITH LIQUID EPOXY TO CONSOLIDATE ANY WOOD 

ROT.

4. GLAZING PUTY TO BE SCRAPED, REMOVED AND REPLACED.

5. ALL UNUSED ROOF VENTING TO BE REMOVED.

6. REPAIR AND REPLACE WINDOW SCREENS. FRAME SHALL BE 
1X3 REDWOOD WITH ALUMINUM INSERT SCREEN; SCREEN 

SHALL BE BLACK; BLACK HANGER CLIPS TO BE USED FOR 
HARDWARE.

7. RE-GLAZE ALL EXISTING WINDOWS.

8. FENCING - NON STREET VIEW:
A. DOG EARED CEDAR PLANKS 1 x 6.

B. ROUGH SAWN HORIZONTAL REDWOOD 2" x 4" ( 3 PER 
PANEL).

C. REDWOOD 4" x 4" POSTS SET IN CONCRETE. 
9. FENCING - STREET VIEW:

A. 1" x 6" REDWOOD TONGUE AND GROOVED.
B. ROUGH SAWN HORIZONTAL REDWOOD 2" x 4" ( 3 PER 

PANEL)
C. REDWOOD 4" x 4" POSTS IN CONCRETE.

D. TRIMMED OUT WITH A 1" x 4" ON TOP AND BOTTOM.
10. GATES:

A. SHALL HAVE 4" x 4" METAL POSTS.
B. SHALL HAVE 2" x 2" WELDED STEEL FRAME.

C. SHALL MATCH FENCE STYLE.

KEYNOTES - EXT. ELEVATIONS

1

2

3

4

5

6

7

8

9

10

11

12

SIDING TO REMAIN; REPAIR AND REPLACE 

MISSING/ROTTING/BROKEN PIECES AS NEEDED. REDWOOD 
SHALL BE USED FOR REPLACEMENT PIECES.

NEW GAF ASPHALT 3-TAB ROYAL SOVERIGN SHINGLES FINISH: 
TBD

NEW EXTERIOR REDWOOD SIDING; SIDING EXPOSURE TO BE 7 

INCHES.

HOUSE NUMBERS BY OWNER. CONTRACTOR TO INSTALL.

REPAIR, REFINISH OR REPLACE IN-KIND WOOD MEMBERS AS 
NEEDED.

ALL MISCELLANEAOUS HARDWARE TO BE REMOVED.

EXTERIOR MISCELLANEOUS WIRES TO BE REMOVED.

EXISTING/MISSING SCREENS TO BE REPAIRED AND REPLACED.

REPAIR AND REPLACE ROOF VENT.

VENT HOLES FOR CRAWL SPACE NEED TO BE RE-BUILT, WOOD 
FRAME WITH WIRE MESH; SIZE TO FIT.

REPAIR AND REPLACE VERTICAL SIDING AT GABLE ROOF ENDS AS 

NEEDED.

NEW DRIVEWAY GATE.

EXISTING DOORBELL TO BE REPAIRED AS NEEDED.13

14

19

15

16

17

18

20

21

NEW WOOD HEAD CASING TO MATCH ORIGINAL.

REPOINT BRICK MORTAR AT FRONT PORCH, MATCH ORIGINAL.

RECONSTRUCT PILASTERS USING ORIGINAL SALVAGED BRICK.

REBUILD COLUMN PER STRUCTURAL. REUSE ALL EXISTING 
MATERIALS, REPLACE NEW ONLY AS NEEDED.

PATCH, REPAIR WOOD MEMBERS. REPLACE IF BEYOND REPAIR. 

NEW WOOD TO MATCH EXISTING.

NEW WOOD APRON TO MATCH EXISTING, (SIZE).

EXISTING BEAM CUTOUT TO BE REPAIRED.

EXISTING WINDOW CASING APRONS TO BE REPLACED WITH 
NEW. NEW WOOD TO MATCH EXISTING.

NEW WINDOW CASING:

HEAD PIECE: 1" x 6"
TRIM: 1" x 4"

SILL: 2 1/2" x 1 1/4"
APRON: 1" x 4"

NEW DOOR CASING:

HEAD TRIM: 2 1/2" x 1"
HEAD PIECE: 1" x 8"

TRIM: 1" x 6"

NEW MAILBOX. PROVIDED BY OWNER (FBO).

NEW 3' TALL WOOD GUARDRAIL.

NEW DOG-EARED WOOD FENCE.

22

23

24

25

26

FINISHED FLOOR
0.00

ROOF
8.29

PORCH
-0.17

GRADE
-1.71

1 1

9 11
2

E01

TYP.

E02

TYP.

3

18

21

TYP.

22

A7-02

3
Sim

26

FINISHED FLOOR
0.00

ROOF
8.29

GRADE
-1.71

1 1

2
E01

TYP.

E02

TYP.

3

20 22 23 22

E

25

FINISHED FLOOR
0.00

ROOF
8.29

1

9 11 2E01

TYP.

E02

TYP.

3

20 20

21

TYP.

22

12

25

A7-01

11

FINISHED FLOOR
0.00

ROOF
8.29

PORCH
-0.17

GRADE
-1.71

6 7

11 4

28

1010

11

12

E01

TYP

E02

TYP

13

A7-01

8
Sim

14

17 15 16
A7-02

1
Sim

20

17

TYP.
A7-02

4
Sim

2
0
"

2
0
"

24

LEGEND - EXTERIOR FINISHES

E01

NOTE: REFER TO EXTERIOR FINISH SCHEDULE FOR 

FINISHES.

E02

SIDING PAINT, SHERWIN WILLIAMS: SAGE

SW-2860 PRESERVATION PALETTE

TRIM PAINT, SHERWIN WILLIAMS: ROYCROFT VELLUM
SW-2833 PRESERVATION PALETTE

SASH & DOORS, SHERWIN WILLIAMS: ROOKWOOD RED 

SW-2802 PRESERVATION PALETTE
E03

DIGITALLY SIGNED BY IONE R. STIEGLER
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DOORS & WINDOWS PROJECT NOTES

1. NEW INTERIOR DOORS SHALL BE TM COBB DOUGLAS FIR.

2. NEW REAR DOOR SHALL BE TM COBB TYCO COMBO SQUARE PANEL ON THE BOTTOM.

3. ALL ORIGINAL DOORS TO BE CLEANED, RE-PAINTED AND RE-FINISHED TO MATCH ORIGINAL.

4. EXISTING AND OR REPLACED WINDOW SASH CORDS AND SASH JAMB SHALL NOT BE 
PAINTED.

5. TOP LATCH AND BOTTOM THUMB PULLS TO BE CLEANED AND RE-USED.

6. ALL WINDOW WEATHER STRIPPING TO BE REPLACED.

7. ALL EXISTING WOOD WINDOWS SHALL BE SCRAPED, STRIPED/SANDED, RE-GLAZED AND 
RE-PAINTED.

8. SALVAGE AND RE-USE WINDOW WEIGHTS.

9. HINGES, HANDLES AND LOCKSETS SHALL BE OIL RUBBED BRONZE FINISH.

10. THRESHOLD FRONT SHALL BE STAINED OAK AND THRESHOLD REAR SHALL BE BRONZE.

11. STAIN OR PAINT Q-LON EXTERIOR JAMBS.

12. FOR NEW AND OR REPLACED WINDOW SCREENS:
A. 1X3 REDWOOD FRAME WITH ALUMINUM INSERT SCREEN.
B. SCREEN SHALL BE BLACK IN COLOR.
C. BLACK HANGER CLIPS.

a. HOOK BASE 1 3/4" H  x 1 1/4" W, THICKNESS 1/8"

13. FOR NEW AND OR REPLACED DOOR HARDWARE:
A. FRONT DOOR SHALL BE SCHLAGE ADDISON.
B. INTERIOR DOORS SHALL BE GEORGIAN ROUND.

a. BED AND BATH SHALL HAVE PRIVACY LOCK.
b. CLOSET AND HALL SHALL BE PASSAGE. CLOSET SHALL BE DUMMY KNOBS (IF 

THEY ARE NOT WALK-IN).

A B C D E F G H I J K

DOOR & WINDOWS GENERAL NOTES
1. EXTERIOR DOORS AND WINDOWS SHALL MEET THE MINIMUM INFILTRATION 

REQUIREMENTS PER CALIFORNIA ENERGY CODE TITLE 24, PART 6, SEC. 116.

2. ALL NEW EXTERIOR DOORS AND WINDOWS SHALL BE FULLY WEATHER STRIPPED; 
MANUFACTURED UNITS SHALL MEET ANSI AND TITLE 24 STANDARDS FOR AIR 
INFILTRATION.

3. GLAZING SHALL MEET THE MINIMUM REQUIREMENTS OF TITLE 24, CHAPTER 6. GLASS 
SHALL BE TEMPERED WHERE INDICATED OR REQUIRED.

4. SAFETY GLAZING PER CBC SEC. 2406 FOR: GLAZING IN WALLS, ENCLOSURES OR FENCES 
CONTAINING OR FACING HOT TUBS, SPAS, WHIRLPOOLS, SAUNAS, STEAM ROOMS, 
BATHTUBS, SHOWERS AND INDOOR OR OUTDOOR SWIMMINGPOOLS WHERE THE BOTTOM 
EXPOSED EDGE OF THE GLAZING IS LESS THAN 60 INCHES MEASURED VERTICALLY ABOVE 
ANY STANDING OR WALKING SURFACE SHALL BE CONSIDERED A HAZARDOUS LOCATION. 
THIS SHALL APPLY TO SINGLE GLAZING AND ALL PANES IN MULTIPLE GLAZING (CBC 
2406.4.5). EACH PANE OF SAFETY GLAZING INSTALLED IN HAZARDOUS LOCATIONS SHALL 
BE IDENTIFIED BY A MANUFACTURER'S DESIGNATION SPECIFYING WHO APPLIED THE 
DESIGNATION, THE MANUFACTURER OR INSTALLER AND THE SAFETY GLAZING STANDARD 
WITH WHICH IT COMPLIES, AS WELL AS THE INFORMATION SPECIFIED IN SECTION 
2403.1. THE DESIGNATION SHALL BE ACID ETCHED, SAND BLASTED, CERAMIC FIRED, 
LASER ETCHED, EMBOSSED OR OF A TYPE THAT ONCE APPLIED, CANNOT BE REMOVED 
WITHOUT BEING DESTROYED. A LABEL MEETING THE REQUIREMENTS OF THIS SECTION 
SHALL BE PERMITTED IN LIEU OF THE MANUFACTURER'S DESIGNATION (CBC2406.3). ALL 
GLASS SHOWER AND TUB ENCLOSURES SHALL BE FULLY TEMPERED.

5. EMERGENCY ESCAPE AND RESCUE OPENINGS SHALL HAVE A MINIMUM NET CLEAR 
OPENING OF 5.7 SQUARE FEET. THE MINIMUM NET CLEAR OPENING FOR GRADE FLOOR 
EMERGENCY ESCAPE AND RESCUE OPENING SHALL BE 5 SQUARE FEET( CBC 1030.2). THE 
MINIMUM NET CLEAR OPENING HEIGHT DIMENSION SHALL BE 24 INCHES. THE MINIMUM 
NET CLEAR OPENING WIDTH DIMENSION SHALL BE 20 INCHES. THE NET CLEAR OPENING 
DIMENSIONS SHALL BE THE RESULT OF NORMAL OPERATION OF THE OPENING (CBC 
1030.2.1). EMERGENCY SCAPE AND RESCUE OPENINGS SHALL HAVE THE BOTTOM OF THE 
CLEAR OPENING OR GREATER THAN 44 INCHES MEASURED FROM THE FLOOR(CBC 
1030.3).

6. COMPLY WITH MANUFACTURER'S SPECIFICATIONS AND RECOMMENDATIONS FOR 
INSTALLATION OF WINDOW AND DOOR UNITS, HARDWARE, OPERATORS, ACCESSORIES 
AND OTHER WINDOW COMPONENTS.

7. VERIFY ROUGH OPENING SIZE PRIOR TO INSTALLATION OF WINDOWS AND DOORS.

8. WINDOWS AND DOORS SHALL BE SIZED AS INDICATED ON THE SCHEDULE. OPENINGS 
SHALL BE FRAMED (ROUGH) TO ALLOW 1/4" CLEARANCE ON ALL SIDES (TOLERANCE +/-
1/16").

9. PROVIDE DEAD BOLT LOCKS AT ALL EXTERIOR DOORS.  ALL DOOR AND WINDOW 
HARDWARE TO BE FURNISHED AND INSTALLED BY CONTRACTOR, PER SCHEDULE AND 
APPROVED BY ARCHITECT AND OWNER.

10. DOORS AND FRAMES: SET FRAMES PLUMB AND SQUARE. PROVIDE SOLID BLOCKING AT 
NOT MORE THAN 16" ON CENTERS FOR EACH JAMB FRAME. POSITION BLOCKING TO 
OCCUR BEHIND HINGES AND LOCK STRIKES. DOUBLE WEDGE FRAMES AND FASTEN WITH 
FINISHING NAILS. SET NAILS FOR PUTTY STOPPING. INSTALL DOOR HARDWARE AND 
DOOR INTO FRAME. ADJUST HARDWARE FOR PROPER FIT AND OPERATION.

11. EACH PANE OF SAFETY GLAZING INSTALLED IN HAZARDOUS LOCATIONS SHALL BE 
IDENTIFIED (ACID ETCHED, SAND BLASTED, CERAMIC FIRED, ETC) BY A MANUFACTURER'S 
DESIGNATION, THE MANUFACTURER OR INSTALLER AND THE SAFETY GLAZING STANDARD 
WHICH IT COMPLIES. MULTI-PANE ASSEMBLIES SHALL BE IDENTIFIED PER CRC R308.1.

DOOR SCHEDULE

MARK
TYPE
MARK

PHASE
CREATED WIDTH HEIGHT

THICK
NESS FUNCTION MANUFACTURER MODEL

CONSTRUCTION
TYPE FINISH GLAZING HARDWARE NOTES

101-01 A Existing 3' - 6" 6' - 8" 1 3/8" Exterior WOOD SALVAGE. REPAIR DOOR HANDLE & SECURITY BOLT. STRIP PAINT AND WOOD STAIN FINISH.

102-01 H New Construction 6' - 0" 6' - 8" 1 3/8" Exterior TM COBB WOOD NRP HINGE

105-01 E New Construction 2' - 8" 6' - 8" 1 3/8" Exterior TM COBB WOOD NRP HINGE TM COBB TYCO COMBO SQUARE PANEL ON THE BOTTOM;

106-01 B Existing 2' - 8" 6' - 8" 1 3/8" Interior WOOD KEEP HARDWARE.

106-02 C New Construction 4' - 0" 6' - 8" 1 3/8" Interior TM COBB WOOD

107-01 D Existing 2' - 5" 6' - 8" 1 3/8" Interior WOOD HARDWARE WORKS.

108-01 G New Construction 2' - 9" 6' - 8" 1 3/8" Interior TM COBB WOOD RE-USED DOOR

108-02 F Existing 2' - 2" 6' - 8" 1 3/8" Interior WOOD RE-WORK HARDWARE.

108-04 I New Construction 1' - 6" 6' - 8" 1 3/8" Interior TM COBB WOOD

201-01 J New Construction 3' - 0" 6' - 8" 1 3/8" Exterior TM COBB WOOD

201-02 K New Construction 17' - 8" 7' - 0" 1 3/8" Exterior TBD WOOD GARAGE DOOR

WINDOW SCHEDULE

MARK
TYPE
MARK

ROOM
NAME WIDTH HEIGHT

HEAD
HEIGHT OPERATION MANUFACTURER MODEL

CONSTRUCTION
TYPE FINISH GLAZING NOTES

W1 A BEDROOM 1 3' - 0" 4' - 5" 6' - 8" DOUBLE HUNG N/A N/A WOOD MATCH EXISTING SINGLE GLAZING BOTH SASH PULL CORD AND WEIGHT TO BE REPLACED. WOOD TO BE CLEANED AND RE-PAINTED.

W2 A BEDROOM 1 3' - 0" 4' - 5" 6' - 8" DOUBLE HUNG N/A N/A WOOD MATCH EXISTING SINGLE GLAZING BOTH SASH PULL CORD AND WEIGHT TO BE REPLACED. WOOD TO BE RE-FINSIHED. BROKEN WINDOW GLASS TO BE CLEANED AND RE-PAINTED.

W3 A BEDROOM 1 3' - 0" 4' - 5" 6' - 8" DOUBLE HUNG N/A N/A WOOD MATCH EXISTING SINGLE GLAZING WOOD TO BE RE-FINISHED.

W4 A DINING 3' - 0" 4' - 5" 6' - 8" DOUBLE HUNG N/A N/A WOOD MATCH EXISTING SINGLE GLAZING BROKEN LOWER PANE TO BE REPLACED. SASH PULL CORDS TO BE REPLACED AND WEIGHTS MAY NEED TO BE REPLACED.

W5 A DINING 3' - 0" 4' - 5" 6' - 8" DOUBLE HUNG N/A N/A WOOD MATCH EXISTING SINGLE GLAZING BROKEN TOP PANE GLASS TO BE REPLACED. SASH PULL CORDS TO BE REPLACED AND WEIGHTS MAY NEED TO BE REPLACED.

W6 B BATH 1 1' - 6" 2' - 7" 6' - 9" CASEMENT N/A N/A WOOD MATCH EXISTING SINGLE GLAZING WOOD TO BE CLEANED AND RE-PAINTED.

W7 B BATH 1 1' - 6" 2' - 7" 6' - 9" CASEMENT N/A N/A WOOD MATCH EXISTING SINGLE GLAZING WOOD TO BE CLEANED AND RE-PAINTED.

W8 C M. CLOSET 1' - 6" 2' - 0" 6' - 2" DOUBLE HUNG N/A N/A WOOD MATCH EXISTING SINGLE GLAZING WOOD TO BE CLEANED AND RE-PAINTED.

W11 F LIVING 5' - 0" 4' - 5" 6' - 8" FIXED TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW, UNORIGINAL WINDOW. TO MATCH EXISTING OPENING SIZE.

W12 G KITCHEN 2' - 6" 3' - 3" 6' - 8" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W13 G KITCHEN 2' - 6" 3' - 3" 6' - 8" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W14 H BEDROOM 2 4' - 0" 3' - 5" 6' - 8" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW, UNORIGINAL WINDOW. TO MATCH EXISTING OPENING SIZE.

W15 I MUDRM 1' - 10" 3' - 3" 6' - 10" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W16 I MUDRM 1' - 10" 3' - 3" 6' - 10" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W17 E MUDRM 1' - 7" 3' - 3" 6' - 10" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W18 E MUDRM 1' - 7" 3' - 3" 6' - 10" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W19 E MUDRM 1' - 7" 3' - 3" 6' - 10" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW TO MATCH EXISTING OPENING SIZE.

W9 D GARAGE 5' - 11" 2' - 4" 6' - 7 1/2" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW, UNORIGINAL WINDOW. TO MATCH EXISTING OPENING SIZE.

W10 K BEDROOM 2 2' - 8" 4' - 6" 6' - 8" DOUBLE HUNG TBD TBD WOOD MATCH EXISTING SINGLE GLAZING NEW WINDOW

W20 J BEDROOM 2 2' - 8" 4' - 6" 6' - 8" CASEMENT TBD TBD WOOD MATCH EXISTING SINGLE GLAZING EGRESS WINDOW. CUSTOM CENTER MUNTIN TO MATCH APPEARANCE OF A DOUBLE HUNG WINDOW.
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SALVAGED BRICK

SQUARE

20 1/2".

2".

3
 3

/4
"

SALVAGED CONRETE 
CAP

MORTAR SETTING 
BED

METAL LATH

SCRATCH COAT

2X4 WOOD STUD 
FRAMING

BUILDING PAPER

FLASHING

MTI SURE CAVITY

MTI CAVITY 
SWEEP

PLYWOOD CAP

FLOOR FINISH PER FINISH 
SCHEDULE

FLOOR FRAMING PER STRUCTURAL

FOUNDATION PER STRUCTURAL

CLASS A ROOF ASSEBMLY, SEE 
ROOF PLAN

WEATHER BARRIER, PER ROOF 
MANUFACTURER

DRIP EDGE

WOOD SIDING

FINISHED GRADE

  32"

1x WOOD TRIM

PLYWOOD PER STRUCTURAL

1X TONGUE AND GROOVE 
STARTER BOARDS

BATT INSULATION PER PLAN

GYPSUM WALL BOARD

ROOF RAFTER, PER STRUCTURAL

PLYWOOD PER STRUCTURAL

METAL DRIP. NO. 26 GALVANIZED 
SHEET GAGE

1
8
" 

M
IN

4
"

WEATHER BARRIER, 60 MINUTE GRADE D PAPER 

5
3
 3

/4
"

3
 3

/4
"

2"

20 1/2"

M
IN

.

8
"

3
3
"

2
"

2
"

1
0
2
 1

/2
"

16"

11 1/4"

20"

24 1/2"

POST AND BEAM 
PER STRUCTURAL

WOOD CAP

WOOD
MOULDING

EXTERIOR GRADE 
1" THICK 
PLYWOOD

WOOD
MOULDING

CONCRETE
CAP

SALVAGED 
BRICK

CONCRETE
PATIO SLAB

FOOTING PER
STRUCTURAL

WOOD FRAMING
PER STRUCTURAL

2

A7-02

2
0
 1

/2
"

20 1/2"

6x6 POST,
PER STRUCTURAL

2x FRAMING,
PER STRUCTURAL

SALVAGED BRICK

MORTAR SETTING
BED

METAL LATH

SCRATCH COAT

MTI SURE CAVITY

BUILDING PAPER

PLYWOOD

STOOL
2x3

SIDE CASING
1x4

TOP CASING
1x6

WINDOW

PER

W
IN

D
O

W

P
E
R

APRON
1x4

NEW WINDOW CASING

STOOL
2x3

SIDE CASING
1x6

TOP CASING
1x8

APRON
1x5

EXISTING WINDOW CASING
CASING CAP
1x1

2"

1"

SILL
2x3

SIDE CASING
1x6

TOP CASING
1x8

DOOR

PER

EXISTING DOOR CASING
CASING CAP
1x1

2"

1"

W
IN

D
O

W

P
E
R

SIDE CASING
1x6

TOP CASING
1x6

DOOR

PER

NEW DOOR CASING

WINDOW

PER

SIDE CASING
1x4

TOP CASING
1x6

DOOR

PER

REAR LAUNDRY DOOR/WINDOW CASING

APRON
1x4

SIDE CASING
1x4

WINDOW

PER
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1

PILASTER
1 1/2" = 1'-0"

4
ROOF / 1 HR FIRE WALL SECTION

1 1/2" = 1'-0"
3

PORCH COLUMN

3" = 1'-0"
2

PORCH COLUMN PLAN DETAIL
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3/4" = 1'-0"
5

DOOR AND WINDOW CASINGS
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